JH236   AMX   System   Instructions
Please read before contacting Media Services with questions on operation 
· To begin, touch the small AMX LCD touchscreen using either your finger
· Touch “Projector On”

· The ceiling-mounted projector will turn on 
· Hand-lower the screen
· Make sure the volume controls are set

· They are on the right side of the AMX LCD touchscreen

· Based on what you would like to do, touch one of the following buttons on the AMX LCD touchscreen

· “Room PC” – this will project images from the Dell PC found at the instructor workstation onto the screen
· Log into the PC as you normally would

· Access your desired application (PowerPoint, Internet Explorer, etc.)
· “Doc” – this will project images from the Elmo document camera found at the instructor workstation onto the screen

· Turn the Elmo document camera “on” by flipping the power switch located near the back right corner of the device to “on”
· Place the object you wish to view in the center of the white bed

· Adjust the side lamps, zoom, and focus controls accordingly

· “Laptop” – this will project images from an external laptop onto the screen

· Plug your laptop’s RGB output into the RGB input in the “Cable Cubby,” located in the upper right corner of the instructor’s station

· To access Butler’s network, plug your laptop into an open Ethernet port in the “Cable Cubby,” located in the upper right corner of the instructor’s station
·  “VCR” – this will allow you to project images from the VCR found at the instructor workstation onto the screen

· Insert your tape into the VCR, located inside the instructor workstation cabinet on the left-hand side

· Control the VCR from the AMX LCD touchscreen
· “DVD” – this will project images from the DVD player found in the closet in the back of the classroom
· Insert your disc into the DVD player, located in the instructor’s station
· Control the DVD player via the AMX LCD touchscreen

· “Aux” – this will project images from an external A/V device onto the screen

· Plug your device’s A/V outputs into the A/V inputs in the “Cable Cubby,” located in the upper right corner of the instructor’s station

· Control the device from its interface

· “Main” – this will return you the main screen on the AMX LCD touchscreen, which will allow you to shut the system off by touching “Projector Off”


DO NOT ADJUST ANY EQUIPMENT FOUND INSIDE THE INSTRUCTOR WORKSTATION CABINET ON THE RIGHT-HAND SIDE.

If this sheet does not answer your questions, please contact Media Services at extension 9928.  Thank you!

